lequ)é Request for quote QI mquX

| LOWRUNNER LR3 PALLETIZER

Contact person:

E-mail:

Available PLC / HMI software:

Telephone no.:

Product specifications + Lay-out: Send to sales@Qimarox.com
Rockwell

Remarks: Automation
@ Allen-Bradley
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All orders are subject to the Qimarox ferms and conditions and Qimarox’s written confirmation. Copyright © 2023 Qimarox Key Components for material handling:
* Vertical Conveyors ¢ Palletizing Modules ¢ Sorting & Buffering ¢ Pallet Stackers ¢ Safety Fencing

Disclaimer: This document is for informational and promotional purposes only.

Nobelstraat 43 NL-3846 CE Harderwijk The Netherlands Tel +31 341 - 436 700 info@Qimarox.com
www.Qimarox.com

www.Qimarox.com



Advantages of the Lowrunner LR3

e | ow “total cost of ownership’ due simple design.

e Provided with patented Qimarox formation system.

e Space saving through small footprint.

e Compact machine with throughput up to 1500 products per hour.

e Optional with sheet handling
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Minimum risk damage due balance controller.
Enter almost any stacking pattern via touch screen.
low energy consumption due counterweights.

Low noise due use of belts.

Key Components for material handling:
* Vertical Conveyors ¢ Palletiziing Modules ¢ Sorfing & Buffering ¢ Pallet Stackers ¢ Safety Fencing

Specifications

Qimarox - Lowrunner LR3

Infeed height at floor level mm 600 - 3000

Product dimensions LXWXHmMm 150 x 150 x 100 - 600 x 400 x 400
Throughput product * p/hour 1500

Throughput layers * p/hour 120

Product weight/ layer weight kg 25-181

Footprint m? 12

* Throughput depends on patterns & lay-out

150 x 180 x 100
600 x 400 x 400

120 p/hour
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Key Components for material handling:
e Vertical Conveyors e Palletizing Modules ¢ Sorfing & Buffering ¢ Pallet Stackers ¢ Safety Fencing




